
 
 

 

 

TELEMETRY RECEIVER 

MODEL BA2006-T-LAB-2P2G2P3G-V3 
 

 

 

SPECIFICATIONS:  

 Frequency: 2200 ÷ 2300 MHz  

( In 100KHz Steps) 

 Noise Figure:  4dB max  

( including internal mechanical 

Band Pass Filter)  

 LO Stability:  ± 2.5 ppm ( over temperature)  

 RF Input impedance: 50 Ohm 

 Image Rejection: 40dB min 

 Modulation Filter: 4 selectable states 

 Modulation BW: Up to 15MHz  ( dependant on 

selected filter)  

 IF Bandwidth ( 3dB Typ) : Selectable 20MHz , 35MHz  

 Video Output level: 3Vptp ( including internal controlled Amplifier for tuning of 

output)  

 Video Output impedance: 75 Ohm  

 Modulation Filter: 4 selectable states 

 RSSI Output: Bar Graph. 

 RF Connector: N- type Female 

 Video Output Format: Unbalanced 

 Video Connector: BNC 

 Supply Voltage: 220Vac 

 ENCLOSURE: 19 INCH 2U DRAWER. 

 

 

 

 

 

 

 



 
 

 

 

 

Illustration drawing: 

( placement and elements might change according to application) 

 

Front Panel: 

USB

B.A. M ICROWAVES LTD

BA2006-T-LAB-2P2G2P3G-V3

BIT SYNC

SIGNAL LOCK POWER

FREQ SELECT

2

RECIEVER

.

POWER

RSSI

VIDEO
 GAIN

MHZ

MHZ

FREQ
 LOCK

2MHz

10MHz

IF
SEL

DEVIATION
[P -T-P]

ALL
1/2 1

2

 

  

Back Panel: 

FUSE 220V  AC

RECIEVER BIT SYNC

RS 422 RF
DATA 
OUT

CLOCK
OUT

DATA
 OUT

DATA 
IN

 


